Weatherhead

Conduit size

Service cable \L

~

T4,

as required

Hub plate

X = pole dia. Service sleeve

Nylon lock fasteners

/of 300 (12) cts.

Thimble eye nut

* Sag distance
5% of span

™ Weathernead

3 bolt clamps
or dead-end

Thimble eye straight bolt with
nut and 63 (2'/2) curved washers

See details of control
pole accessories

Tether wire

Wood

5.18 m _min.

a7

63 (2'/2) Galv.
curved washers

Thimble eye
angle bolt

Guy wire

min. or dead-end ol
pole — 8|5
(GRS

Signalhead, o

15(25)"1 1-face, +
min. Guy guard l-secflon.\@ § S

/— Roadway

X

Ground wire clamp

Ground rod

SR

§°§< Anchor rod

Anchor

SPAN WIRE MOUNTED SIGNALS AND FLASHING BEACON

Conduit clamp

/— Meter

Disconnect switch

51 (2) LB condulet with

Flasher
controller
cabinet

7

removable covers

No. 6 bare wire
in 13 (/3 conduit

CONTROL POLE DETAIL
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42

63 (2'4;8) Galv.

3 bolt clamps
or dead-end

post plate,

) machine bolt and
M 10x100 (23;x4) galv. lag screws

63 (2/») Galv. guy

™~

Service
sleeve

Guy guard

SIDEWALK GUY DETAIL

B
§23(< Anchor rod \-/— Anchor

connector end fitting

TS__63 @ Galv.

steelpipe

X

Edge of _/

pavement

3 bolt clamps

100x150 (4x6)
Existing wood
post and sign

2.13 m (7)) min. urban_|
1.52 m (5') min. rural

Z:

e

MOUNTING DETAIL

Conduit
clamps

38 1!/ g.s. conduit.
4 evenly spaced conduit

I clamps shall be used to
:' attach conduit to post.

2/C cable and 32 (1) g.s.
conduit in trench to
controller and service
installation

POST MOUNTED FLASHING BEACON

Alldimensions are in millimeters (inches)
unless otherwise shown.

DATE

REVISIONS

SPAN WIRE MOUNTED

1-1-02

Renum. Standard 840001.

SIGNALS AND FLASHING

BEACON INSTALLATION

1-1-97

Renum. Standard 2372-1.

STANDARD 880001




